
SOLVENT BASE DRY GLAZE 

CODE: 507-001 
 
COLOR: NEUTRAL 
 

DESCRIPTION: 
 

Solvent base dry glaze.  It allows you to create very nice effects. 
 

Properties: 

 - Easy to apply 

- Good appearance 

 

TECHNICAL INFORMATION: 

Non-modified material: Solids:             25 ± 1 % (W/W)      
 10 ± 1 % (V/V)       
 

Coverage:       4,22 ± 0,21 Sq M/L for 25 µm dry film 
 45,38 ± 2,27 Sq ft/L for 1 mil dry film 
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507-001 
APPLICATION: 
 

Surfaces to be covered (substrate): 
 
- Surfaces should be clean, dry and free of all traces of grease or oil 

- Only one coat is recommended  

- Mix well  before using 

 

COMPLEMENTARY INFORMATION: 
 
Drying: 

It is recommended to apply MAXIMUM 4 mil (100 µm) wet and to remove with “Scotch Brite” or a cloth which has 

been soaked in solvent. 

 

Warning: 

For good adhesion, remove most of the glaze. 

Check the adhesion of complete system before starting production. 

Add 10% of dyes, MAXIMUM 

 
Storage: 
- Store in a dry and temperate area. 
- Close the container properly after use. 
- Shelf life of the product: 12 months (preferably at a cool temperature) 
 
Since needs and conditions are not the same for everyone, please consult with your local representative. 

Since conditions and usages of our product are not within our control, we ONLY guarantee our product to conform to 
our quality standard. Our responsibility as manufacturer is limited to the cost of the product. 

(This information is subject to change without notice) 
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